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This module is an AS-i slave with two inputs and two outputs. It
is built for house automation.The outputs are 380 V relays
(FINDER), which can be used to control motors (forward (FW),
backward (BW), OFF).

The inputs can be connected with conventional sensors, keys or
switches. The module can be installed in a SAREL 3160 casing.
The wires are connected with cage clamp terminal blocks (no
screws). An exchangeable fuse is installed (2 A)

This 4I module is built for applications in house automation. It is
an AS-i slave with four inputs. The inputs can be connected with
conventional sensors, keys or switches. The module can be

installed in a SAREL 3160 housing. The wires will be connected
with cage clamp (no screw).

 

Connections:

Artikel no. BW1101

Technical data Address-setting:
Default address 00
IO code B
ID code F

Data bit-setting
D0 input 1
D1 input 2
D2 input 1
D3 input 2

Outputs:
D0 D1 L1
0 0 no connection (off)
1 1 FW
0 1 BW
1 1 FW

Inputs 2
OFF current I < 1 mA
ON current I < 3 mA
Outputs (relays) 2
External voltage UH max. 380 V DC

External current IH max. 10 A

Operating current IB < 85 mA

Operrating voltage UB via AS-i (30 V)

EMC directions EN 50 082, EN 50 081
Ambient operating temperature 0°C � +60°C
Storage temperature -25°C � +70°C
Dimensions (L, W, H) 85 mm, 53 mm, 31 mm

AS-i 4I Module for Building Automation

Connections:

Artikel no. BW1100

Technical data Adress-setting:
Default setting 00
IO Code 0
ID Code F

Data bit-setting 
D0 input 1
D1 input 2
D2 input 3
D3 input 4

Inputs 4
OFF current I < 1 mA
ON current I < 3 mA
Operating current IB < 50 mA

Operating voltage UB via AS-i (30 V)

EMC directions EN 50 082, EN 50 081
Ambient operating temperature 0°C � +60°C
Storage temperature -25°C � +70°C
Dimensions (L, W, H) 72 mm, 54 mm, 18 mm


