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The AS-i OEM Carrier board allows the fitting of up to 3 carriers.
The OEM Carriers are simply put with the wiring pins into the pre-
scribed sockets. The signals of the OEM Carriers are connected
1 to 1 with the cage clamps of the OEM Carrier board. It ist pos-
sible to connect simply up to 12 inputs and 12 outputs with the

help of cage clamps by low space consumption. All connections
are accessible from one side.
The OEM Carrier board is suitable for the use of AS-i 4I/4O Mod-
ules with and without galvanical separation, AS-i 4I/3O-AB Mod-
ules.

Suitable modules:

Connection of the cage clamp block:

*: The feeding of the +24 V module supply only by use of galvanically separated 4I/4O Modules (Article No. BW1388). By all other modules these cage
clamps are unconnected.

AS-i OEM Carrier Board

12 inputs - 12 outputs

3 AS-i Slave modules insertable

Optimal easy connectibility

Needs low space

Article no. BW1484

Article Building form Article no.
4I/3O-AB module wiring pins BW1386
4I/4O module wiring pins BW1218
4I/4O module with galvanical seperation wiring pins BW1388

 

125 mm

AS-i addressing socket 3 AS-i addressing socket 2 AS-i addressing socket 1

AS-i OEM module 3

AS-i OEM module 2

AS-i OEM module 1

1 2 3 4 5 6 7 8 9 10 11 12 13 14
AS-i + +24 V +24 V +24 V +24 V +24 V +24 V +24 V +24 V +24 V +24 V +24 V +24 V AS-i +
AS-ii - 1E1 1E2 1E3 1E4 2E1 2E2 2E3 2E4 3E1 3E2 3E3 3E4 AS-i -

+24 V* 1A1 1A2 1A3 1A4 2A1 2A2 2A3 2A4 3A1 3A2 3A3 3A4 +24 V*

0 V* 0 V 0 V 0 V 0 V 0 V 0 V 0 V 0 V 0 V 0 V 0 V 0 V 0 V*

80 mm


